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21st BP Guild 
 Kub Kar Rally Rules 

 
 

 
Section 1: Rules and Regulations for Kub Kars:  
 

1. Open to all Cubs. All Cubs must be a registered current year cub-aged youth member. 
2. All Cub entrants must race in full uniform. 
3. All Kub Kars must be built for the current year. 
4. No loose materials of any kind are permitted in or on the Kub Kar . The Kub Kar may be 

hollowed out and built up to the maximum weight and height by the addition of wood or 
metal to the original Kub Kar kit (block of wood, nails and wheels to be used only). 

5. Details such as steering wheels, drivers, decals, paintings are permissible as long as the 
details do not cause the Kub Kar to exceed the specified weight categories, height, length 
or width specifications. 

6. Kub Kar bottoms are to remain paint free. This will allow the markings and stickers to be 
applied to a clean and paint free surface. 

7. Only original Scouts Canada Wheels and Nails are permitted. The wheels and axles may 
be deburred and flashing removed. The tread surface may be smoothed but the original 
diameter and width must not be altered. The edges of the wheels must not be radiused, 
chamfered or reduced from the original contact width. 

8. No Lubrication may be applied at the rally site or once cars are registered.  
9. All 4 wheels must be installed. Minimum of 3 wheels must contact the track surface. 
10. The Kub Kar will race in a forward direction only. 
11. The forward most end of the Kub Kar must sit squarely on the starting pin. No part may 

project past the starting pin. 
12. If a Kub Kar leaves the track on the first run, there will be a “no Contest” declared. If the 

same Kub Kar leaves the track on the second run, the Kub Kar automatically receives last 
place in the standings for that respective “Heat”. 

13. No modifications are permitted after registration. Emergency repairs may be carried out 
only if damaged by racing or being accidentally dropped. 

14. A cub that is unable to attend can have another youth race their car. The vehicle shall be 
registered in the builder’s name. 

 
Dimensions: 
 

1. Width not to exceed 70.0 mm. 
2. Length not to exceed 178.0 mm. 
3. Height not to exceed 76.20 mm. 
4. Kub Kar chassis shall clear the track by no less than 9.5 mm. 
5. Inside width between wheels shall not be less than 45.0 mm. 
6. Light Weight Classification Kub Kars must not exceed 112.00 grams. 
7. Heavy Weight Classification Kub Kars must not exceed 142.00 grams, or be less 

than 112.00 grams.  
 


